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INSTALLATION MANUAL

PRODUCT NAME : Mini CAP - Bollard Root Mount Base
Mini CAP - Short Bollard Root Mount Base

C€

IP66

461 RAMINTRA ROAD, KANNAYAO, BANGKOK 10230 THAILAND TEL: +66[0)2 943 2420-1, +66[0]2 946 4170-1 FAX: +66(0]2 943 2419
461 nUUSILBUNS, LUIVAULNENT WOAUWENI Nsainwy 10230 Ins : +66(0)2 943 24201, +66(0)2 946 4170-1 uwnd : +66(0)2 943 2419

29 MOO 3 TAMBOL BANSANG, AMPER BANSANG, PRACHINBURI 25150 THAILAND TEL: +66(0)89 900 5904
29 Hij 3 duadiuasi Sinaduasn SenInusiduus 25150 Ins : +66(0]89 900 5904

No. Input voltage

Ordering Code

1 220-240V~50/60Hz

7877/7878-0-3-574-XX

7877/7878-0-3-575-XX

7877/7878-0-3-576-XX

7877/7878-0-3-560-XX

7877/7878-0-3-921-XX

7877/7878-0-3-922-XX

7. | Constant Voltage 24V =
Remote driver

7877/7878-0-7-698-XX

7877/7878-0-7-699-XX

[+ O
O
[

o o O]
Unilamp O
O o ]

Light Emitting Diodes

8. | [Outpuf from SELV system only) N (LED)
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8 Accessories available separafely
See connecting detail Pic 4.A and 4.B
IRAIWAIUDS NeNTIHLE
Qsiea:19e0 sU 4.A ua: 4.B
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Torque/usvda : 2.5 Nm. Y,
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@For On-off System. Green/Yellow : © @

dnsus:uulln-Un Brown : L

Blue : N
A = 24-25 mm.
B=7-8 mm.
C =19-20 mm. A |
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- IP68 Water Tight Connecting Device, 3 Pole, Cable Diameter 7-11.5mm.

yndadoaaluiuinlP68, snsuaely 3aa -
Ordering Code : 0497-0-9-000-00 Installation complete
noavidsvduyscu

For Constant Voltage LED 24V= [Remote driver]
& Warning

Please ensure that the led lamp is connected to the driver correctly.
Wrong polarity connection cause a damage fo the led lamp and driver.

Luminaires 1-n

lusns:Sumstioanalwaduiy +uan -au mnlnstasuninAnasa LED Hindoaduin
2:mlAlnsnasua:Haan LED 1inANudamea n
L + + (- + |-
Input /1 AC s a
220-240 v~ =P @N bC 3

Output/oan ==
24V=
[ Output from SELV system only)

[ns:ualwdavuioins:uuuseaulwin

MdiAviuvaniendeiridu) Parallel wiring constant voltage
Accessory available separately./aunsnilaSusKuenencrn Distance from luminaire fo Driver
s:eznuindalaudv Tnsas
Ordering Code Product Name |Luminaire Wattage| Maximum number of luminaires Conductor size / uunnaely
for parallel connection /
suulAulumsdatuuuuiu 100 mm? 150 mm? 2.00 mm?
0648-0-9-000-00 | LED Constant Voltage 48 W 1-8 luminaires 30m 45 m 60 m

Driver 24Vdc 72W.

0445-0-9-000-00| LED Constant Voltage L8 W 1-15 luminaires 25 m 40 m 50 m

Driver 24Vdc 150W.
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Remark :
HUEIHN

. Installation should be carried out by a qualified
electrician in accordance with appropriate national
wiring regulation.
msanflAulwihua:aunsni pIscudumslnadwluin
AdANUSIa:ANUTNY Tumsdnduaunsadlwin
lnawr:muuinstiuvasmsiwdh

. Disconnect the power before changing the lamp.
Una3indlunnasenildauraanly

. This is Class1 luminaire, the installation must be
completed with earthing.

Inulwsudgndnl3luus:innuasnisUauniulwing s:au 1
ND:Avvddane AUMULINSTIUAIILUADNAE

. Do not exceed the maximum wattage.
FulikaanlwAduunndndiiuniifs:y nialiHaan@nus:nn

.Don't touch LED while maintaining or cleaning.
Hiwduwaraon LED uru:UisusSnun HSamANuE:10n

. The manufacturer will not be liable or held responsible

. Where damage has occured to the fittings, please

Warning :
UomIss:i

for any incorrect installation, misuse or improper use
and unauthorised modification to the fittings. Failure
to comply with mentioned warning may cause serious
damage or serious injury to persons, animals or
objects. If any madification is required please consult
your dealer for the details.
nutuanluawisnsudnvauluanuidamalnafiiooinms
Andulign3s, nudnus:nnssadaudasdalaulunnnsei
d dedinunamand owmikiindunsianu Au dn3 duuav
mindUaavdunSadnaudavmsusuudumlau
THiHU:auiumsldviu nsoundndaMunudiKiieHSawan

make the replacement with standard parts before use.
lunsrifddudauus:naulaiinAnuidemensuudeaudu
daulhunoumsldviunnase WoanWUaanAe

For On-Off System/dHSus:uuiln-Un

SV GX =

@ Cable Size/uunnanalw : 3x1.00 mme @7-115 mm.

In case the supply cable is exposed to sunlight use UV resistant cable.
nsciAgmsanavlaulwuanaims alaulwATMsIwSEa3 anelwdavansnleiu Héo TmstovAululignsedssla

For CVDA System/d&HSus:uuCVDA

SV G =

@ Cable Size/uunnanalw : 5x1.00 mm2 @8-12.5 mm.

In case the supply cable is exposed to sunlight use UV resistant cable.
nscinomsandulaulwuanaims néolAuTwATMsWSEs3 analudovanuisndovnu Héo TmsUsviululionsede3la

N O \ breaking down.

@ Do not fouch the LED because it may shorten the life time or the LED can be

Awdudiaraan LED lnaifnuin wsr:o:mikkasnidouamuw

@® Any damaged safety glass cover must be replaced only with the original

\ spare part.
ions:oniinANUIFarmE WonMuUasnAunIsdvadnauiongwaniidu
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NO | @ Not using chemical compounds and aggressive agents such as , weed
repellents fertilizers , acid solvent and contaminated irrigation water near the
S Luminaires.
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@ Our products are installed with electronic components with the protection against
overvoltage according to IEC 61547. The customers have to install the additional
overvoltage protection devices [against surge, fransients, etc] in their electrical

system to avoid the risk of damage. Failing to do so will end the product warranty.
/ / wanAurivauisiimsanfaunsnididnnsadnddnsumsUauriuusduluiiumunsgau IEC
7 61547 ua:anfdevandvaunsnidosiunseduluiruduiiy [Jsriulwuns:san lwihaniews
—PHL sauflus:uulwindog WondnidewanuidavAv:finanuidarme Hinlududumsaanad
LED msSuus:nup:dudnav

@ Clean the products regularly to maintain good light output and prolong surface
quality .
Only use solvent-free cleaning solutions on the products.
mAnuaanwanfiuriiduusSubasnuanudovainidua:d unawnrumwwuwa
ladhenmAnua:anAliGieanagedniafima:anaiuwanituriidu

@ Do not use a high pressure washer to clean the products.
Fuldindavdnuusvaugelumsmanua:ainwanscuri

@® To replace the LED module or the enfrire luminaire.Please consult your
sales representafive.

mindeumsiwaeu LED module éolaulwlusndindomununauvavacu

@ Environmental protection: Waste electrical products should not be disposed of
with household waste. please recycle where facilities exist.check with your local
authority or retailer for recycling advice According fo directive 2002/96/CE and
directive 2012/19/EU Waste Electrical and Electronic Equipment WEEE].
l-nunatuannrunusaunuuu 1unsalsauuunauqluaauanawms?umustnuunwannrunaan
Mnuavidaus:ann3uqua:suiAastviHu:auidioduiasumsinnswennsnaunldiiden:uoa
Uaviudunsiadaduinndounsoaumuuasuuudiiinoinmsivuesinalitnmsaluau
9Wwdumus:10au 2002/96/CE ua:s:10au 2012/19/EU Waste Electrical and
Electronic Equipment (WEEE].
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Replacing the LED module
38msiudeu LED module

1. Contact your sales representative for replacement LED modules. Make sure that the replacement module
match the initially supplied module. Note the part number printed on the LED module.
In3au LED module TinsousuftasmsiudaulnensiodoufikuieiaufuGuulED modules ua: Andamununendodoto
LED modules fidoumsiudeu

2. The LED module can be replaced by qualified persons using standard tools.
mswWauu LED module ﬁaar'hfnulhaL@ﬁwuwryua:lﬁméaoﬁar'ﬂﬁmnsg‘nu

3. Disconnect power before opening the luminaire housing.
AnuHavseluraufinadoailau

4. Replace the old LED module with the new LED module. Reapply thermal interface material as supplied with the
new LED module.
non LED module Athsnoan mnduhAnua:annanIuHasn 1dr3vimsus:nau LED module THu ta:dovldau
wwuThermal Pad K50 Thermal Grease ﬁwnnns:a

5. Inspect gaskets and if required replace with new gaskets. Defective luminaire covers must be replaced. Inspect
correct wiring of replaced LED module.
nsIv@ouUs:iuta:udiuvavilau thihsnidarelimmsivdauliu ta:nsindaumsithanalwuas LED module
Awdaulkigndoondoll

6. Close the luminaire housing before reconnecting power.
UnuhnsaudanlnululfiBuusaunaudaly
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