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INSTALLATION MANUAL c €
PRODUCT NAME : CASA - Bollard Flange Base
L CASA - Short Bollard Flange Base IP66
No. Input voltage Ordering Code
1 220-240V~50-60Hz 7188/7189-0-3-561-XX
2. 7188/7189-0-3-562-XX
3. 7188/7189-0-3-563-XX
4, Constant Voltage [ Remote driver ) 7188/7189-0-7-429-XX
5. | [Output from SELV system only] 7188/7189-0-7-430-XX
adlud - Light Emitting Diodes
6 [.Inf.uahzunaama:nns:uuuls%nu'(lum 7188/7189-0-7-431-XX g g
ddiAvdulasnendeiiitu) (LED)
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CASA - Bollard Flange Base CASA - Short Bollard Flange Base \f/o \/o
CASA - Bollard Flange Base CASA - Short Bollard Flange Base
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Cable size : 3X1.00 mn @7-11.5 mm.
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22 = (A Accessories available separately
i See connecting detail Pic 4.A and 4.B
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For On-off System.

Green/Yellow : &

dnsus:uuitn-Un Brown : L
A Blue : N
A = 24-25 mm. ?'—“
C =19-20 mm.

Cable Size/uuaanalw : 3x1.00 mmz. J7-11.5 mm.

- IP68 Water Tight Connecting Device, 3 Pole, Cable Diameter 7-11.5mm.
yndadoaaluiuinlP68, snsuaely 3aa
Ordering Code : AUN-CON-0013-00

For CVDA System. [Remote Driver 24Vdc]
dnSus:uuCVDA(5IuN Tnsas 24vdc)

A Green/Yellow : ©
A = 24-25 mm. Brown : +
B=7-8 mm.
Blue : -
C =19-20 mm. . B White : DA1
Black : DA2

Cable Size/uunaaaluw : 5x1.00 mmz. @8-12.5 mm.

- IP68 water tight connecting device 5 Pole.Cable Diameter 8-12.5mm.
Available Separately/yniadoaaluiuiilP68, dnsuaaly 5 ae
teNIHUE AN

Ordering Code : AUN-CON-0014-00

@ For Constant Voltage LED 24V= [Remote driver]
& Warning

Please ensure that the led lamp is connected to the driver correctly.
Wrong polarity connection cause a damage fo the led lamp and driver.
Usas:Tamstoaneluaauis +uan -au onlnswasunininasn LED mindoaduin
a:milklnsnasua:Hasn LED iinANuIdaHe

Luminaires 1-n

Input /1"

L ——
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220-240 v~ =P &
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Output/oon =)

24 V=

[ Output from SELV system only)
[ps:llaluj_ﬁaummns:uuusarju]ujﬁh
MdrviudaanAedeviindu)

Parallel wiring constant voltage

Accessory available separately./gunsnilaSusHeendiosin

Distance from luminaire to Driver
s:ei:nwInMIlauie Indnoes

Ordering Code Product Name | Luminaire Wattage| Maximum number of luminaires Conductor size / uunaely
for parallel connection /
Fwaulrulumscanuuuuiu 100 mm?> 150 mm? 2.00 mm?
AUN-DRG-0011-00 | LED Constant Voltage 21W 1=11 luminaires 30m 50 m 70m
Driver 24Vdc 72W.
AUN-DRG-0011-00 | LED Constant Volrage 21W 1-18 luminaires 30m 45 m 65 m
Driver 24Vdc 150W.
AUN-DRG-0024-00| LED Constant Voltage 21W 1-22 luminaires 30m 45 m 60 m
Driver 24Vdc 200W.
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T 2. Disconnect the power before changing the lamp.
o I H| | |U ﬂ' | ||— Unaindlunnasvnasuraaniy
€ — — _
| 5AA | 3. This is Class1 luminaire, the installation must be
—— 300 —L [ _ re.
/S =1 |_ﬂ completed with earthing.
—2— —2— —| |— _| | |_ Inulwsudgndnl3luus:innuasmsUauniulwing s:au 1
— | 1| |_| | ND:AdvdaaNEeAUMUUINSTIUAIILUADNAE
Installation complete T T T - i
[ ﬁnﬁ\,,agaawsﬁj ] | |I H—I—u 1:[200)(200 %| | | 4. Do not exceed the maximum wattage.

Remark :
HIUNEIH O

1. Installation should be carried out by a qualified
electrician in accordance with appropriate national
wiring regulation.
msanflAulwihua:aunsai AIscudumslnadioluin
AdANUSta:ANUtinny lumsandvaunsnilwin
lnapwr:muuinspiuvasmsiwdh

FuldHaanlwAGuunnindifuniiis:y HéoldHasnwaus:nn

- Footstall dlmen5|on can be caIcuIaTed
according to your Country norms and
ground propernes 5
uunZuAdUNEA uuaejﬁun_ruauﬂﬁ
uaulunu vdvlaua:us:IinF

.Don't touch LED while maintaining or cleaning.
Hwduwanaon LED utu:UisuSny HSamANud:ann

Warning :
UoAISS:=30

. The manufacturer will not be liable or held responsible for any incorrect installation, misuse or improper use and
unauthorised modification to the fittings. Failure to comply with mentfioned warning may cause serious damage
or serious injury to persons, animals or objects. If any modification is required please consult your dealer for the
details.

nmuguanliawnsnsudavauluanuidamelagiiionnmsandullignds, Bonudousannksadauvasdlaulunnnscd do
Ju@nundnand aorliiAndunsieiu Au 303 dwue Kinblaavdansainnudasmsusundudlay TRIKU:aUAUMSTdNU
nsouindaaILNUIIHUaHSaWwan

. Where damage has occured fo the fittings, please make the replacement with standard parts before use.
lunsciAGBudIuus: nauTmnnmwuné‘umunsruwauuuuehu'fhunaumslu\nunnnso Wion3WUaanE

For On-Off System/dnSus:uuiln-Un

For CVDA System/d&HSus:uuCVDA

AV P D6

2 X 2
@ Cable Size/uunaalw ; 3x1.00 mm. @7-11.5 mm. @ Cable Size/uunahalw : 5x1.00 mm. @8-12.5 mm.

In case the supply cable is exposed to sunlight use UV resistant cable.
nscindmsanavlaulwuanams nalaulwATMsiwSede3 aeludovannsnlauniu véo TmsUsuiululignsedasla

@ Do not touch the LED because it may shorten the life fime or the LED can be
)| breaking down.
Fududianaan LED lnanfounin wsia:rlksasnidovamuw

NO

@ Any damaged safety glass cover must be replaced only with the original
spare part.
iWans:DniAnANUIFaHE WHoANUUaanAEAISEID: THaunmnwwammuu
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@ The luminaire should be positioned so that prolonged staring into the luminaire at
a distance closer than 0.5m in not expected.

funuvAdnfunnlnuaIsatlunnfualidaviiiniuminansaildunaiunu mininalu
s:e:Uaeni1 0.5 b.

NO | @ Nof using chemical compounds and aggressive agents such as , weed

repellents fertilizers , acid solvent and contaminated irrigation water near the
\ Luminaires.

\- ) Fwldasiadidu Ja, enfidndnsdy, Yuun, asa:anaftunsn wa:duilouansini
e e i UEpruRaadalauly

=Sl=EEIEEIEEE

@ Our products are installed with electronic components with the protection against
overvoltage according to IEC 61547. The customers have to install the additional
overvoltage protection devices (against surge, fransients, etc] in their electrical

system to avoid the risk of damage. Failing to do so will end the product warranty.
7 / wanfArurivavisiimsandvaunsnididnnsatinddnsumstaariuusduluiiunuuinsgau IEC
7 61547 ua: anmnaonnnaaunsmUaanuusonu]ullnunujumu [Uavnulwns:vn Jwihandvos
—pHL avflus:uulwindog WordnidenanuidavivaAoanuidarme Kinlidudumsadanaid
LED MssuUs:nud:augnav

@ Clean the products regularly to maintain good light output and prolong surface
quality .
OnIy use solvent-free cleanlng solutions on the products.
hanua:nwanfuriiduls:Sudasnuanudosaividua:dnaanrumuiud)
tthenfAnuanAlLidieanasadnSamma:manuwansirurimau

@ Do nof use a high pressure washer fo clean the products.
NO _J muldindavdndhuseGuaslumsmanua:ainwansiour

NV N ® Non-replaceable light source

/ .
_\/_ % _\’_ luawnsnnanuaaunaan LED Td

@ Non-replaceable control gear.
luawnsnnanwaaugnniuauld

@ Environmental protection: Waste electrical products should not be disposed of
with household waste. please recycle where facilities exist.check with your local
authority or retailer for recycling advice According to directive 2002/96/CE and
directive 2012/19/EU Waste Electrical and Electronic Equipment (WEEE].
FuRwanAmunidsiuiuue Iuns:usauuunauqluaéuanmumslumustnuunwannrunaan
mnuaoléaUs.lnnauqua."s'lumaammhm.auuuaeialasumsu1pswannsnauuﬂumuaa.uau
Uaunudunsiadaduinndourdogumuusuuudiinnoinmsivueslnaliomsaiuau
9wdumus:10au 2002/96/CE ua:s:10au 2012/19/EU Waste Electrical and
Electronic Equipment (WEEE].
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