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INSTALLATION MANUAL
PRODUCT NAME : Maxi CORE - Wall Uplight
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No.

Applicable lamp

Ordering Code

230V~ 50Hz MAX PAR30 75W

5145-0-2-262-XX

2. | 220-240V~ 50/60Hz TC-TEL 32W| 5145-7-3-435-XX
3. | 230V~ 50Hz HIT-CE 35W 5145-5/6/7/9-3-751-XX
4. | 230V~ 50Hz HIT-CE 70W 5145-5/6/7/9-3-752-XX

Tungsten Halogen Reflector
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Compact fluorescent

E27 GX24q-3

Metal halide
G12
Suitable for Ta 15°.
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Metal halide
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Wall bracket
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Wall plug anchor size T Screw _size .
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L;.l @7 mm./uu.| 37 mm./uu. L @4 mm. | 9 mm.| 38 mm.
= | & Use appropriate installation material | Torque/usvdn : 1 Nm.
depending on installation conditions.
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& Bush protected against
dripping water.
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Installation complete
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Cable size : 3X1.00 mm. @8-13 mm. Torque/usvdn : 1 Nm. N /
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Remark : Warning :
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. Installation should be carried out by a qualified
electrician in accordance with appropriate national
wiring regulation.
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. Disconnect the power before changing the lamp.
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. This is Class1 luminaire, the installation must be
completed with earthing.
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. Do not exceed the maximum wattage.
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. The manufacturer will not be liable or held responsible

for any incorrect installation, misuse or improper use
and unauthorised modification to the fittings. Failure
to comply with mentioned warning may cause serious
damage or serious injury fo persons, animals or
objects. If any modification is required please consult
your dealer for the details.
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. Where damage has occured fo the fittings, please

make the replacement with standard parts before use.
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@ Cable Size/uunaalu : 3x1.00 mm? @8-13 mm.
In the case of installation of luminaire fixture outside the building or the luminaire fixture has UV radiation The
cable must be UV protected.
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@ After connected and focussing the lighting, customer must turn on lamp for
about 30-60 minutes to allow the humidity inside to reduce. After that close
cover immediately.
Hasmnimstaaneluta:andulauluiagvavysaindsidalufvlivs:uicu 30-60
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@ Minimum distance fo lighted surface.
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@ Only for self-shielded protective lamps.
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@ Only for not protected lamps by self-shielded.
Inulwisanuuudinsuldiunaan Aludmsasaulovfurann

U“l @ Any damaged safety glass cover must be replaced only with the original
i spare part.
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@ Not using chemical compounds and aggressive agents such as , weed
repellents fertilizers , acid solvent and contaminated irrigation water near the
Luminaires.
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@ Clean the products regularly to maintain good light output and prolong surface
quality .
Only use solvent-free cleaning solutions on the products. .
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@ Do not use a high pressure washer fo clean the products.
AwldinavdntusvaugulumsmAanua:aawaniun

@ To reduce the risk of being constricted The wires attached fo this lamp must be
effectively fixed to the wall. if the power cord is within reach.
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@ Make sure the plug is secured tightly and note the ground level.
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@ Environmental protection: Waste electrical products should not be disposed of
with household waste. please recycle where facilities exist.check with your local
authority or retailer for recycling advice According to directive 2002/96/CE and
directive 2012/19/EU Waste Electrical and Electronic Equipment [WEEE].
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Electronic Equipment (WEEE].
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