
7226-5/6/7/9-3-752-XX

7227-5/6/7/9-3-752-XX230V 50Hz  HIT-CE 2X70W

230V 50Hz  HIT-CE 70W
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IP65

No. Applicable lamp Ordering Code

1.

2.

Total weight including pole/¹éíÒË¹Ñ¡ÃÇÁàÊÒ : 28.0 Kg./¡¡.

Metal halide Lamp
G12
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INSTALLATION  MANUAL  

PRODUCT NAME : Maxi CORE - Pole Light / Single Sided
Maxi CORE - Pole Light / Double Sided
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Anchor bolt kit available seprately
ªǾ ÊÁÍ½�§¾×é¹ áÍÅâº�Å·� áÂ¡ í̈ÒË¹�ÒÂ
Ordering Code/ÃËÑÊÊÑè§«×éÍ : AUN-ACB-0006-00
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Torque/áÃ§ºÔ´ : 2.5 Nm.
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Cable size : 3X1.00 mm. Ø8-13mm.
¢¹Ò´ÊÒÂä¿
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Torque/áÃ§ºÔ´ : 36.5 Nm.
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Torque : 3 Nm.
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Torque : 2.5 Nm.
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Torque/áÃ§ºÔ´ : 2.5 Nm.
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Lock the screws following 
this sequence.
¤ÇÃ¢Ñ¹Ê¡ÃÙµÒÁÅíÒ´Ñº¢Í§ËÁÒÂàÅ¢
·ÕèÃÐºØäÇ�µÒÁÃÙ»ÀÒ¾
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Installation complete
¡ÒÃµÔ´µÑé§àÊÃç¨ÊÁºÙÃ³�

- Footstall dimension can be calculated 

A B C D E

35 Cm. 35 Cm. 70 Cm. 70 Cm. 60 Cm. 

according to your Country norms and
ground properties.
¢¹Ò´ฐÒ¹¤Í¹¡ÃÕµ ¢Öé¹ÍÂÙ�¡Ñº¤Ø³ÊÁº ÑµÔ
¢Í§¾×é¹ Ố¹ ¢Í§áµ�áÅÐ»ÃÐà·ÈE

B

A

C D

 Cable Conduit/·�ÍÃ�ÍÂÊÒÂä¿

1.

2.

3.

4.

Remark :
ËÁÒÂàËµØ
Installation should be carried out by a qualified electrician in accordance 
with appropriate national wiring regulation.
¡ÒÃµÔ´µÑé§â¤Áä¿¿�ÒáÅÐÍØ»¡Ã³� ¤ÇÃ í́Òà¹Ô¹¡ÒÃâ´Âª�Ò§ä¿¿�Ò ·ÕèÁÕ¤ÇÒÁÃ Ù�áÅÐ¤ÇÒÁªíÒ¹Ò­ 
ã¹¡ÒÃµÔ´µÑé§ÍØ»¡Ã³�ä¿¿�Ò â´Âà©¾ÒÐµÒÁÁÒµÃฐÒ¹¢Í§¡ÒÃä¿¿�Ò

Disconnect the power before changing the lamp.
»�́ ÊÇÔ·ª�ä¿·Ø¡¤ÃÑé§·Õèà»ÅÕèÂ¹ËÅÍ´ä¿

This is Class1 luminaire, the installation must be completed with earthing.
â¤Áä¿ÃØ�¹¹Õé¶Ù¡¨Ñ´äÇ�ã¹»ÃÐàÀ·¢Í§¡ÒÃ»�Í§¡Ñ¹ä¿¿�ÒÃÑèÇ ÃÐ Ñ́º 1 
·Õè¨Ðµ�Í§µ�ÍÊÒÂ Ố¹µÒÁÁÒµÃฐÒ¹¤ÇÒÁ»ÅÍ´ÀÑÂ

Do not exceed the maximum wattage. 
Ë�ÒÁãª�ËÅÍ´ä¿·ÕèÁÕ¢¹Ò´ÇÑµµ�à¡Ô¹¡Ç�Ò·ÕèÃÐºØ ËÃ×Íãª�ËÅÍ´¼Ô´»ÃÐàÀ·

1.

2.

Warning :
¢�Í¤ÇÃÃÐÇÑ§
The manufacturer will not be liable or held responsible for any incorrect 
installation, misuse or improper use and unauthorised modification to 
the fittings. Failure to comply with mentioned warning may cause 
serious damage or serious injury to persons, animals or objects. If any 
modification is required please consult your dealer for the details.
·Ò§¼Ù�¼ÅÔµäÁ�ÊÒÁÒÃ¶ÃÑº¼Ô´ªÍºã¹¤ÇÒÁàÊÕÂËÒÂã´æ·Õèà¡Ố ¨Ò¡¡ÒÃµỐ µÑé§äÁ�¶Ù¡ÇÔ Õ̧, 
ãª�§Ò¹¼Ô´»ÃÐàÀ·ËÃ×Í Ñ́´á»Å§µÑÇâ¤Áã¹·Ø¡¡Ã³Õ «Öè§ ÊÔè§¼Ô´»¡µÔàËÅ�Ò¹ Õé 
ÍÒ¨·íÒãË�à¡Ố ÍÑ¹µÃÒÂ¡Ñº ¤¹ ÊÑµÇ� ÊÔè§¢Í§ 
ËÒ¡ÁÕ¢�ÍÊ§ÊÑÂËÃ×ÍÁÕ¤ÇÒÁµ�Í§¡ÒÃ»Ã Ñºáµ�§µÑÇâ¤Á ãË�àËÁÒÐÊÁ¡Ñº¡ÒÃãª�§Ò¹ 
¡ÃØ³ÒµÔ´µ�ÍµÑÇá·¹ í̈ÒË¹�ÒÂËÃ×Í¼Ù�¼ÅÔµ
here damage has occured to the fittings, please make the replacement 
with standard parts before use.
ã¹¡Ã³Õ·ÕèÁÕªÔé¹Ê�Ç¹»ÃÐ¡Íºã´à¡Ô´¤ÇÒÁàÊÕÂËÒÂ¡ÃØ³Òà»ÅÕèÂ¹ªÔé¹Ê�Ç¹ãËÁ�¡�Í¹¡ÒÃãª�§Ò¹·Ø¡¤ÃÑé§ 
à¾×èÍ¤ÇÒÁ»ÅÍ´ÀÑÂ 

Control Gear Weight 
¹éíÒË¹Ñ¡ªØ´ÍØ»¡Ã³�¤Çº¤ØÁ
2.0 Kg./¡¡.
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Minimum distance to lighted surface.
ÃÐÂÐË�Ò§¢Ñé¹µèíÒ ¨Ò¡Ë¹�Òâ¤Á¶Ö§¾×é¹¼ÔÇ·Õè¶Ù¡Ê�Í§ÊÇ�Ò§0.5 m

30-60 min/¹Ò·Õ
After connected and focussing the lighting, customer must turn on lamp for 
about 30-60 minutes to allow the humidity inside to reduce. After that close 
cover immediately.
ËÅÑ§¨Ò¡·íÒ¡ÒÃµ�ÍÊÒÂä¿áÅÐµÔ´µÑé§â¤Áä¿àÊÃç¨ÊÁºÙÃ³�¤ÇÃà»�́ ä¿·Ôé§äÇ�»ÃÐÁÒ³ 30-60 
¹Ò·Õà¾×èÍäÅ�¤ÇÒÁª×é¹ÀÒÂã¹µÑÇâ¤Áä¿¡�Í¹·Õè¨Ð»�´Ë¹�Òâ¤Áä¿·Ñ¹·Õ

Any damaged safety glass cover must be replaced only with the original spare 
part.
àÁ×èÍ¡ÃÐ¨¡à¡Ô´¤ÇÒÁàÊÕÂËÒÂ à¾×èÍ¤ÇÒÁ»ÅÍ´ÀÑÂ¤ÇÃÊÑè§ÍÐäËÅ�á·�¨Ò¡¼Ù�¼ÅÔµà·�Ò¹Ñé¹

NO
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Only for  not protected lamps by self-shielded. 
â¤Áä¿·ÕèÍÍ¡áººÊíÒËÃÑºãª�¡ÑºËÅÍ´ ·ÕèäÁ�ÁÕ¡ÒÃ¤ÃÍº»�Í§¡Ñ¹ËÅÍ´

Not using chemical compounds and aggressive agents such as , weed 
repellents fertilizers , acid solvent and contaminated irrigation water near the 
Luminaires.
Ë�ÒÁãª�ÊÒÃà¤ÁÕàª�¹ »Ø�Â, ÂÒ¡íÒ Ñ̈´ÈÑµÃÙ¾×ª, »Ù¹¢ÒÇ, ÊÒÃÅÐÅÒÂ·Õèà»�¹¡Ã´ áÅÐ¹éíÒ»¹à»��Í¹ÊÒÃà¤ÁÕ
ºÃÔàÇ³·ÕèµÔ´µÑé§â¤Áä¿

Last Revised On : 14/11/2023 REV.04

Clean the products regularly to maintain good light output and prolong surface 
quality .
Only use solvent-free cleaning solutions on the products.
·íÒ¤ÇÒÁÊÐÍÒ´¼ÅÔµÀÑ³±�à»�¹»ÃÐ í̈Òà¾×èÍÃÑ¡ÉÒ¤ÇÒÁÊ�Í§ÊÇ�Ò§·Õè ṌáÅÐÂ×´ÍÒÂØ¤Ø³ÀÒ¾¾×é¹¼ÔÇ
ãª�¹éíÒÂÒ·íÒ¤ÇÒÁÊÐÍÒ´·ÕèäÁ�ÁÕáÍÅ¡ÍÎÍÅ�ËÃ×ÍµÑÇ·íÒÅÐÅÒÂ¡Ñº¼ÅÔµÀÑ³±�à·�Ò¹Ñé¹

     Cable Size/¢¹Ò´ÊÒÂä¿ : 3x1.00 mm. Ø8-13 mm. 
2

In case the supply cable is exposed to sunlight use UV resistant cable.
¡Ã³Õ·ÕèÁÕ¡ÒÃµÔ´µÑé§â¤Áä¿¹Í¡ÍÒ¤ÒÃ ËÃ×Íâ¤Áä¿·ÕèÁÕ¡ÒÃá¼�ÃÑ§ÊÕÂÙÇÕ ÊÒÂä¿µ�Í§ÊÒÁÒÃ¶»�Í§¡Ñ¹ ËÃ×Í ÁÕ¡ÒÃ»�Í§¡Ñ¹äÁ�ãË�¶Ù¡ÃÑ§ÊÕÂÙÇÕä �́

NO



Do not use a high pressure washer to clean the products.
Ë�ÒÁãª�à¤Ã×èÍ§©Õ´¹éíÒáÃ§ Ñ́¹ÊÙ§ã¹¡ÒÃ·íÒ¤ÇÒÁÊÐÍÒ´¼ÅÔµÀÑ³±�
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Environmental protection: Waste electrical products should not be disposed of 
with household waste. please recycle where facilities exist.check with your local 
authority or retailer for recycling advice According to directive 2002/96/CE and  
directive 2012/19/EU Waste Electrical and Electronic Equipment (WEEE). 
Ë�ÒÁ·Ôé§¼ÅÔµÀÑ³±�¹ÕéÃ�ÇÁ¡Ñº¢ÂÐã¹¤ÃÑÇàÃ×Í¹ª¹Ô´Í×è¹æàÁ×èÍÊÔé¹ÊØ´ÍÒÂØ¡ÒÃãª�§Ò¹â»Ã´áÂ¡¼ÅÔµÀÑ³±�ÍÍ¡
¨Ò¡¢Í§àÊÕÂ»ÃÐàÀ·Í×è¹æáÅÐÃÕä«à¤ÔÅÍÂ�Ò§àËÁÒÐÊÁà¾×èÍÊ�§àÊÃÔÁ¡ÒÃ¹íÒ·ÃÑ¾ÂÒ¡Ã¡ÅÑºÁÒãª�«éíÒ«Öè§¨Ðª�ÇÂ
»�Í§¡Ñ¹ÍÑ¹µÃÒÂµ�ÍÊÔè§áÇ´Å�ÍÁËÃ×ÍÊØ¢ÀÒ¾¢Í§Á¹ØÉÂ�·Õèà¡Ô´¨Ò¡¡ÒÃ·Ôé§¢ÂÐâ´ÂäÁ�ÁÕ¡ÒÃ¤Çº¤ØÁ
Í�Ò§ÍÔ§µÒÁÃÐàºÕÂº 2002/96/CE áÅÐÃÐàºÕÂº 2012/19/EU Waste Electrical and 
Electronic Equipment (WEEE). 

NO




