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INSTALLATION MANUAL

S
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PRODUCT NAME : Maxi CORE Optic - Pole Light / Single Sided

Maxi CORE Optic - Pole Light / Double Sided P65

Input voltage Ordering Code

220-240V 50-60Hz 7226/7227-5/6/7-3/4/5-903-XX

7226/7227-5/6/7-3/4/5-906-XX

7226/7227-5/6/7-3/4/5-507-XX

7226/7227-5/6/7-3-888-XX

7226/7227-5/6/7-3-892-XX

7226/7227-5/6/7-3-508-XX

7226/7227-9-3-902/905/505-XX

7226/7227-1/)-3-537/538/539-XX

7226/7227-1/)-3-534/535/536-XX

o
o

7226/7227-1/J-4-534/535/536-XX

-
o

7226/7227-1/J-5-534/535/536-XX

Maxi CORE Optic - Pole
Light / Single Sided

Maxi CORE Optic - Pole
Light / Double Sided
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Total weight including polelﬂmﬁnswlaw :24.5 Kg./nn.

Light Emitting Diodes
[LED]

Light Emitting Diodes
[LED]

M12x1.75 —=H=—

- 240 -

Anchor bolt kit available seprately
ynauaiviu usallan uendisune
Ordering Code/sHadvida : 9-2025-00
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For On-Off system.

dHsSus:uulln - Un
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Cable size : 3x1.00 mm. @8-13mm.
unnaely

Control Gear Weight
UiHUNnynaunsninuAu
0.8 Kg./nn.

For On-Off system.
dnsus:uun - Un
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Torque : 2.5 Nm.
usvin
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Remark :

@ HUYEILHO

1. Installation should be carried out by a qualified
- electrician in accordance with appropriate national

11131 ¢ > wiring regulation.
N msanlpulwdia:aunsad AIsdudumsloagolwd
L fidAnusua:ANuiuny lumsandvaunsailwin

lnauw:nmuuinsguvaumsiwih

2. Disconnect the power before changing the lamp.
UnaindlunnasvAvaauraaniu

3. This is Class1 luminaire, the installation must be
completed with earthing.

TnuhUsuunnanb"qus nnuavmsUauAulwidns) s:au 1
Av:dovdaanadunuuinsyiuaIulasne

4. Do not exceed the maximum wattage.
HuldraanlwAduunIndiAuniifis:y Héalinaan@nus:nn

5. Don't touch LED while maintaining or cleaning.
Torque : 3.0 Nm. HiwduwaHaan LED uru:thseSnu H3amANua:nn
\disvdn J

@ % Warning :

U9AIss:30

1. The manufacturer will not be liable or held responsible
for any incorrect installation, misuse or improper use
and unauthorised modification to the fittings. Failure
to comply with mentioned warning may cause serious
damage or serious injury fo persons, animals or
objects. If any madification is required please consult
your dealer for the details.
mauILuérﬂu‘awmsn§uLﬁnUau'(unjwlaumuinqr‘ilﬁnmn
msnnn\ﬂunn:)s lgnugous:nnrdadinulasmlaulunnnscl
fo dvd@aundinand awmlkiAndunseiu Au 303 ouav
Hindlaavdundainnudavmsusuncudlau

THiHu:aunumsliviu nsoundndadaununHuieHSagwan
~ 2. Where damage has occured to the fittings, please
| make the replacement with standard parts before use.
Tunsrinddudluus:naulniinAnuideriansoundau
- Il dimensi Icul G in 3 &1 it s
Footstal dimension can be calculated gudaulhunaumsliviunnAsy WonNUUadnAe
ground properties.
unngwuAdunsn Juadnuaruauln
u2uliuAU UdVUNA:USNA
A B C D E
ol 35 Cm.|35 Cm.[70 Cm.|70 Cm.|90 Cm
e D * Cable Conduit/riaseaanalu

Installation comple’re
msanAviasoauysa
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For On off sysf

2
@ Cable Size/uunaelu : 3x1.00 mm. @8-13 mm.

NO

@ Do not fouch the LED because it may shorten the life time or the LED can be

breaking down.
Hwduwaraan LED lnadauin wsin:iilkkasnidovaniw

Minimum distance to lighted surface.
sz UM pnHhlpudvdu@ingndavainv
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Any damaged safety glass cover must be replaced only with the original
spare part.
Wans:oniinANUIdarma waanuUasnAanlsdvadrauioinguaniidu
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Not using chemical compounds and aggressive agents such as , weed repellents
fertilizers , acid solvent and contaminated |rr|ga'r|on water near fhe Luminaires.
Awldasiaddu Ja, endidndagdy, Yuun, arsa:ananildunsa ua: dwuillauansiad
usnuRGaduALTY

AN
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Our products are installed with electronic components with the protection against
overvoltage according to IEC 61547. The customers have to install the additional
overvoltage protection devices [against surge, fransients, etc] in their electrical
system to avoid the risk of damage. Failing to do so can cause the end

of products warranty.

wanAnurivauisildsumsandus: vuUavruseaulwdniAumuuinsaiu [EC 61547
anmnaannnaaUnsruUaonuusanuhUtUnnunwumu[tUU Uaunuluns:vIn a4 )
lus:uulwddandnidenanuidamaiow:iniu KinanAlumhmsandoiby
iduowmilimssuUs:Audufduana
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For 1-10V dimming and DALI system.

dHsSus:uuau1-10Vua:s:uuDALI

Green/Yellow : &

Brown : L
Blue : N
c White : +
A = 38-40 mm. A Black : -
B = 8-10 mm.
C =30-32 mm.
2 For DALI System
Cable Size/uunaelw : 5x1.00 mm: @8-13 mm. HSus:uu DALI
2:-| | DA2 |
16A Fuse -
/_{1 4| | DA1 |
®
To Luminaire. /whlAulw 10kV Surge Protector @ From input./dHSuanetin

@ Clean the products regularly fo maintain good light output and prolong surface
quality .
Only use solvent-free cleaning solutions on the products. .
r'hnnua:amwénﬁruﬁtfluUs::hlui'a§nl;nquaiaaaa‘mr‘iﬁua:ﬁnmqn_rumwtﬁumﬁj
BihenfAnua:aniludieanasednsadira:aiaiuuaniurirdu

@ Do not use a high pressure washer to clean the products.
AwldinavdntusvaugulumsmAanua:anwaniun

® Environmental protection: Waste electrical products should not be disposed of

with household waste. please recycle where facilities exist.check with your local
authority or retailer for recycling advice.
Fuivwansicundsiuniuvedunsadausindug ldaéuana1qn1slﬁawu
UsauanwanArurisononuavidausannau na:3lviAaneaIHuI:aU
woduiasumstinswennsnauulith donsdaalovdusunsiadodanindau
HSoaumuwuavuyudAIinpINMsivueslnalitnsAIuAw
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