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IP65

INSTALLATION  MANUAL

PRODUCT NAME : Mini RETINA 1,Mini RETINA 2,Mini RETINA 3,
Mini RETINA 4,Mini RETINA 5,Mini RETINA 6,Mini RETINA Flat

No. Ordering Code

1.

2.

220-240V 50-60Hz
(without sensor)

7009/7011/7013/7015/7037/7047/7072-0-3-801-XX  **
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7009/7011/7013/7015/7037/7047/7072-0-3-805-XX  **
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û265 72

Mini RETINA Flat

Input voltage
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7009/7013/7015/7037/7047/7072-0-5-801-XX  *220-240V 50-60Hz
(DALI)

3.

Light Emitting Diodes
(LED)

1-4

7009/7013/7015/7037/7047/7072-0-5-805-XX  *4.

* **



For DALI System.
ÊíÒËÃÑºÃÐºº DALI

A = 38-40 mm.
B = 8-10   mm.
C = 30-32 mm.
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Cable Size : 5x1.00 mm. 8-10 mm.
¢¹Ò´ÊÒÂä¿
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2.3

Torque/áÃ§ºÔ´ : 1.0 Nm.

90

Wall plug anchor size
¢¹Ò´¾ÅØ�¡½�§¼¹Ñ§

D L

Ø7 mm./ÁÁ. 37 mm./ÁÁ.

Screw size
¢¹Ò´Ê¡ÃÙà¡ÅÕÂÇ»Å�ÍÂ

D L

Ø4mm./ÁÁ. 38mm./ÁÁ.
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Cable size : 2x1.00 mm. ∅6-10 mm.
  ¢¹Ò´ÊÒÂä¿
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     For On-Off System.

 ÊíÒËÃÑºÃÐººà»�´-»�´

Torque/áÃ§ºÔ´ : 1.0 Nm.

6.3

Installation  complete
µÔ´µÑé§àÊÃç¨ÊÁºÙÃ³�
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1.

2.

3.

4.

5.

Remark :
ËÁÒÂàËµØ

Installation should be carried out by a qualified
electrician in accordance with appropriate national
wiring regulation.
¡ÒÃµÔ´µÑé§â¤Áä¿¿�ÒáÅÐÍØ»¡Ã³� ¤ÇÃ´íÒà¹Ô¹¡ÒÃâ´Âª�Ò§ä¿¿�Ò
·ÕèÁÕ¤ÇÒÁÃÙ�áÅÐ¤ÇÒÁªíÒ¹Ò ã¹¡ÒÃµÔ´µÑé§ÍØ»¡Ã³�ä¿¿�Ò â´Â

à©¾ÒÐµÒÁÁÒµÃฐÒ¹¢Í§¡ÒÃä¿¿�Ò

Disconnect the power before changing the lamp.
»�´ÊÇÔ·ª�ä¿·Ø¡¤ÃÑé§·Õèà»ÅÕèÂ¹ËÅÍ´ä¿

This is class 2 luminaire fixture.
â¤Áä¿ÃØ�¹¹Õé¶Ù¡ Ñ̈´äÇ�ã¹»ÃÐàÀ·¢Í§¡ÒÃ»�Í§¡Ñ¹ä¿¿�ÒÃÑèÇ ÃÐ´Ñº 2

Do not exceed the maximum wattage.

Ë�ÒÁãª�ËÅÍ´ä¿·ÕèÁÕ¢¹Ò´ÇÑµµ�à¡Ô¹¡Ç�Ò·ÕèÃÐºØ ËÃ×Íãª�ËÅÍ´¼Ô´
»ÃÐàÀ·

Don't touch LED while maintaining or cleaning.
Ë�ÒÁÊÑÁ¼ÑÊËÅÍ´ LED ¢³ÐºíÒÃØ§ÃÑ¡ÉÒ ËÃ×Í·íÒ¤ÇÒÁÊÐÍÒ´
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1.

2.

Warning :
¢�Í¤ÇÃÃÐÇÑ§

The manufacturer will not be liable or held responsible
for any incorrect installation. Misuse or improper use
and unauthorised modification to the fittings. Failure
to comply with mentioned warning may cause serious
damage or serious injury to persons, animals or
objects. If any modification is required please consult
your dealer for the details.
·Ò§¼Ù�¼ÅÔµäÁ�ÊÒÁÒÃ¶ÃÑº¼Ô´ªÍºã¹¤ÇÒÁàÊÕÂËÒÂã´æ·Õèà¡Ô´¨Ò¡¡ÒÃ
µÔ´µÑé§äÁ�¶Ù¡ÇÔ¸Õ, ãª�§Ò¹¼Ô´»ÃÐàÀ·ËÃ×Í´Ñ´á»Å§µÑÇâ¤Áã¹·Ø¡¡Ã³Õ
«Öè§ ÊÔè§¼Ô´»¡µÔàËÅ�Ò¹Õé ÍÒ¨·íÒãË�à¡Ô´ÍÑ¹µÃÒÂ¡Ñº ¤¹ ÊÑµÇ� ÊÔè§¢Í§
ËÒ¡ÁÕ¢�ÍÊ§ÊÑÂËÃ×ÍÁÕ¤ÇÒÁµ�Í§¡ÒÃ»ÃÑºáµ�§µÑÇâ¤Á ãË�àËÁÒÐÊÁ¡Ñº
¡ÒÃãª�§Ò¹ ¡ÃØ³ÒµÔ´µ�ÍµÑÇá·¹ í̈ÒË¹�ÒÂËÃ×Í¼Ù�¼ÅÔµ

Where damage has occured to the fittings, please
make the replacement with standard parts before use.
ã¹¡Ã³Õ·ÕèÁÕªÔé¹Ê�Ç¹»ÃÐ¡Íºã´à¡Ô´¤ÇÒÁàÊÕÂËÒÂ¡ÃØ³Òà»ÅÕèÂ¹ªÔé¹
Ê�Ç¹ãËÁ�¡�Í¹¡ÒÃãª�§Ò¹·Ø¡¤ÃÑé§ à¾×èÍ¤ÇÒÁ»ÅÍ´ÀÑÂ

     Cable Size/¢¹Ò´ÊÒÂä¿ : 2x1.00 mm. Ø6-10 mm.
2

Environmental protection: Waste electrical products should not be disposed of
with household waste. please recycle where facilities exist.check with your local
authority or retailer for recycling advice.
Ë�ÒÁ·Ôé§¼ÅÔµÀÑ³±�¹ÕéÃ�ÇÁ¡Ñº¢ÂÐã¹¤ÃÑÇàÃ×Í¹ª¹Ô´Í×è¹æ àÁ×èÍÊÔé¹ÊØ´ÍÒÂØ¡ÒÃãª�§Ò¹ â»Ã´áÂ¡¼ÅÔµÀÑ³±�
ÍÍ¡¨Ò¡¢Í§àÊÕÂ»ÃÐàÀ·Í×è¹æ áÅÐÃÕä«à¤ÔÅÍÂ�Ò§àËÁÒÐÊÁ à¾×èÍÊ�§àÊÃÔÁ¡ÒÃ¹íÒ·ÃÑ¾ÂÒ¡Ã¡ÅÑºÁÒãª�«éíÒ «Öè§
¨Ðª�ÇÂ»�Í§¡Ñ¹ÍÑ¹µÃÒÂµ�ÍÊÔè§áÇ´Å�ÍÁËÃ×ÍÊØ¢ÀÒ¾¢Í§Á¹ØÉÂ�·Õèà¡Ô´¨Ò¡¡ÒÃ·Ôé§¢ÂÐâ´ÂäÁ�ÁÕ¡ÒÃ¤Çº¤ØÁ

Any damaged safety glass cover must be replaced only with the original
spare part.
àÁ×èÍ¡ÃÐ¨¡à¡Ô´¤ÇÒÁàÊÕÂËÒÂ à¾×èÍ¤ÇÒÁ»ÅÍ´ÀÑÂ¤ÇÃÊÑè§ÍÐäËÅ�á·�¨Ò¡¼Ù�¼ÅÔµà·�Ò¹Ñé¹

     For On-Off System.
 ÊíÒËÃÑºÃÐººà»�´-»�´
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Not using chemical compounds and aggressive agents such as , weed
repellents fertilizers , acid solvent and contaminated irrigation water near the
Luminaires.
Ë�ÒÁãª�ÊÒÃà¤ÁÕàª�¹ »Ø�Â, ÂÒ¡íÒ Ñ̈´ÈÑµÃÙ¾×ª, »Ù¹¢ÒÇ, ÊÒÃÅÐÅÒÂ·Õèà»�¹¡Ã´ áÅÐ¹éíÒ»¹à»��Í¹ÊÒÃà¤ÁÕ
ºÃÔàÇ³·ÕèµÔ´µÑé§â¤Áä¿NO
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Brightness
1 2

I
II
III

0%
25%
50% 21

ON

NO

21

Hi-low  function setting
¡ÒÃµÑé §¤� Ò¤ÇÒÁÊÇ� Ò§

Short cable
ÊÒÂ¾�Ç§

I-  Brightness 100% /¤ÇÒÁÊÇ�Ò§  100%
II- Brightness  25% /¤ÇÒÁÊÇ�Ò§  25%
III-Brightness  50% /¤ÇÒÁÊÇ�Ò§  50%

If demands setting of function ii (25% brightness ) and function iii (50% brightness),
short cable must be removed.
ËÒ¡µ�Í§¡ÒÃµÑé§¤�Ò¤ÇÒÁÊÇ�Ò§·Õè II (¤ÇÒÁÊÇ�Ò§  25%) áÅÐ·Õè III (¤ÇÒÁÊÇ�Ò§  50%) µ�Í§¶Í´ÊÒÂ¾�Ç§ÍÍ¡

**
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Cable connection
¡ÒÃµ�ÍÊÒÂä¿


