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INSTALLATION MANUAL @ |+ |[O] |

PRODUCT NAME : TOWER3 - Bollard, TOWER4 - Bollard
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No Input voltage Ordering Code
1. | 220-240V~50/60Hz 7152/7153-0-3-873-XX *
T 7152/7153-0-3-874-XX *
T 7152/7153-0-3/4/5-887-XX *x
4| 7152/7153-0-3/4/5-891-XX %
5 | 7152/7153-0-3/4/5-506-XX % 1-8
6 | 7152/7153-0-3-902-XX *k Light Emitting Diodes
7. | 7152/7153-0-3-905-XX %+ (LED]
? 7152/7153-0-3-505-XX *k
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Anchor bolt kit available separately.
ynauaiudiu uoaldan ugnHie
| ToweR3 - Bollard | ToweRs - Bolard | Ordering Code/sAadato : AUN-ACB-0002-00
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Torque : 10.5 Nm.
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Torque : 2.5 Nm.
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{ Accessories available separately

See connecting detail Pic 5.A,5.B,5.C
IDAIAILDS LENFIHUE

nsiea:19e0 sU 5.A5.B,5.C

For On-off System. Class | ©

Green/Yellow : ©

dHsSus:uudn-Un Brown : L
A Blue : N
A = 24-25 mm.
B - 7_8 mm >
C =19-20 mm. I:—E
L —-f-

- IP68 Water Tight Connecting Device, 3 Pole, Cable Diameter 7-11.5mm.
yniadoaaluiuinlP68, dnsuaalu 3aa
Ordering Code : AUN-CON-0013-00

Brown : L
Blue : N

For On-off System. Class |l

dHsSus:uuln-Un
A
Bl

A =19-20 mm.
B=7-8 mm.

[

Cable Size/uunaalw : 2x1.00 mm: @7-11.5 mm.

yniadoaaluiuinlP68, dnsuaelu 3aa
Ordering Code : AUN-CON-0013-00

- IP68 Water Tight Connecting Device, 3 Pole, Cable Diameter 7-11.5mm.

For 1-10V dimming and DALI system. Class II
dHSus:uuniu1-10Vua:s:uuDALI

=

A =19-20 mm. Brown : L
B=7-8 mm. Blue : N
B White : +/DA1
Black : -/DA2

Cable Size/uunaalw : 4x1.00 mm: @8-12.5 mm.

-IP68 water fight connecting device 5 Pole.Cable Diamefer 8-12.5mm.
Available Separately/yniadoaaluiuiilP68, dnsuaaly 5 ae
tenIHUE AN

Ordering Code : AUN-CON-0014-00
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Installation complete
finAuiasSoauysal

Last Revised On : 22/03/2024 REV.06

G5

FR-DD-29 REV.00 EFF11/03/24




Remark :
HUEIHN

1. Installation should be carried out by a qualified
electrician in accordance with appropriate national
wiring regulation.
msnnnu[nuhﬂuhua :gunsni AIscidumsinagwlwin
AdANUSIa:ANUTILY IumsnnnaaUnsru’hﬂuh
Tnulaun.mumnsgwuaomsluluh

2. Disconnect the power before changing the lamp.
Una3indlunnaseniudeauraanlu

3. For class 1 luminaires,the installation must be
completed with earthing.
dnsulrusunnnoanuuutasnbluds:innuavmsUaviu

4. Do not exceed the maximum wattage.
fuldHaanlwAGunnIadiiuniifs: :U
HSoliHaanwauUs:INN

5. Don't touch LED while maintaining or cleaning.
Awduwaraan LED uru:thsusnn HSamANwE:nNn

. The manufacturer will not be liable or held responsible

TwSrs:auimsanaudavdaanadumuuinsgiuanulasnie . Where damage has occured to the fittings, please

Warning :
UoAIss: 3

for any incorrect installation, misuse or improper use
and unauthorised modification to the fittings. Failure
to comply with mentioned warning may cause serious
damage or serious injury to persons, animals or
objects. If any modification is required please consult
your dealer for the details.
nudwanluawsnsudnsauluanuidaraloafiiosinms
Andulign3s, nudnus:nnxsadaudasdalaulunnnsci
do dedinundirand owmikiindunsiaiu Au 303 douay
HindiaavdanSadnaudavmsusuudumlau
THiHu:auAumsldoiu nsoundndaMunudKiaHSawan

make the replacement with standard parts before use.
lunscifgsudiuls:naulniinAnuidarmensnniudaudu
daulnuieumsldmunnady ieAnuuasaie

For On-off System. Class | @
dHSus:uuln-Un

@ Cable Size/uunnahalw : 3x1.00 mm2 @7-11.5 mm.

In case the supply cable is exposed to sunlight use UV resistant cable.
nsciAgmsandulaulwuanaiAs alaulwATMsuwSEs3 anelwdavansnleiu Héo TmstovAululignsedssla

N O )|  breaking down.

@ Do not fouch the LED because it may shorten the life time or the LED can be

HFuduwaraon LED lnendnuin wsio:ilhkasnidouamu

‘CI @ Any damaged safety glass cover must be replaced only with the original
Fed spare part.
Wons:pnIRnANUIdaHE uuameaannumséaaIHaunmnwwammuu

Luminaires.

usnuAanaTAUTW

@® Not using chemical compounds and aggressive agents such as , weed
repellents fertilizers , acid solvent and contaminated irrigation water near the

Fwldansindidu Ja, enfidodnsdy, Yuund, ansa:anafbunsa wa:ihduilouansinl

Last Revised On : 22/03/2024 REV.06

FR-DD-29 REV.00 EFF11/03/24




X
X

@ Our products are installed with electronic components with the protection against
overvoltage according to IEC 61547. The customers have to install the additional
overvoltage protection devices (against surge, fransients, etc] in their electrical
system to avoid the risk of damage. Failing to do so will end the product warranty.
ménﬁmﬁuao151Gmsﬁn_ﬁqunsnk‘n.a"nnsaGna’é'lH§umsUaoﬁuusaﬁu'ltulﬁumuumsg"lu IEC
61547 ua:anfdaviintvaunsnilaviuuseduluinuduiay (Uavaulwns:vin Twihdndews
vaylus:uulwindog Wondnidenanuidevisafinanuidara mnlududumsdonan
misSuus:nu:dudnav

@ Clean the products regularly to maintain good light output and prolong surface
quality .
Only use solvent-free cleaning solutions on the products. .
mAnuaanwanaunifulssudasnunanudovaividia:doaanrumubud)
ladhenfhAnua:anAliGuvanagadnsadima:anaiuwansiuriidu

@ Do not use a high pressure washer to clean the products.
Fuldindavdnuusvaugelumsmanua:ainwanscuri

@ To replace the LED module or the entrire luminaire.Please consult your
sales representafive.
Hindoumsaau LED module n3alaulwlusnfndafunuunauvavacy

@ Environmental protection: Waste electrical products should not be disposed of
with household waste. please recycle where facilities exist.check with your local
authority or retailer for recycling advice According fo directive 2002/96/CE and
directive 2012/19/EU Waste Electrical and Electronic Equipment WEEE].
Hwﬁatuénﬁruﬁﬁs’auﬁuuu:'[un's'31§auuUnéuqu‘iaéue]nawn1s?ﬁowustnllunw§nﬁmﬁaan
pnuavidaus:innduqua:sluiAaschaiur:auiliaduiasumsinswennsnauuntdiio:daa
Uauriudunsiedoduinndaundodaumuuasuuudiiinmnmsivuadoaludmsaluau
9Wwdumus:10au 2002/96/CE ua:s:10au 2012/19/EU Waste Electrical and
Electronic Equipment (WEEE].
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Replacing the LED module
38msiUdau LED module

1. Contact your sales representative for replacement LED modules. Make sure that the replacement module
match the initially supplied module. Note the part number printed on the LED module.
in3au LED module TnsufusufdaemsiudeulnensinaauiruiaiauiiuwiuulED modules ua: Andomununendodudo
LED modules fidavmsiudeu

2. The LED module can be replaced by qualified persons using standard tools.
mswWauu LED module ﬁaar'hfnuU'mL@l‘huwryua:lﬁméaoﬁar'ﬂﬁmnsmu

3. Disconnect power before opening the luminaire housing.
AnuHavselursufivadoailau

4. Replace the old LED module with the new LED module. Reapply thermal interface material as supplied with the
new LED module.
nan LED module Athsnaan 9ndurAziua:ainaniuHaan 1drdmmisus:nou LED module THu na:daaiudau
wwuThermal Pad K50 Thermal Grease ﬁwnnns:a

5. Inspect gaskets and if required replace with new gaskets. Defective luminaire covers must be replaced. Inspect
correct wiring of replaced LED module.
asavasuus:futa:gudiuvavinlau didsaidarmealihmsiudauliy ta:nsivdaumsiinanalwuas LED module
AwaaulkLondoorsoll

6. Close the luminaire housing before reconnecting power.
Unuhnsaudanlnululiisausosnoudalw
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