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INSTALLATION  MANUAL  

PRODUCT NAME : LuxBeat 

FR-DM-17  REV.03  EFF 15/09/17

No. Input voltage Ordering Code

1. 8101-0-2-409-00 

Light Emitting Diodes
(LED)

1-4

8101-0-2-410-002.

Front Cap/½Ò¤ÃÍº´�Ò¹Ë¹�Ò

Accessories available separately.
áÍ¤à«Êà«ÍÃÕè áÂ¡¨íÒË¹�ÒÂ
Power cable kit: 300mm cable with 
endcap+ front cap
Ordering: Code : AUN-CAB-0006-00 

IP67

lll
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End cap/½Ò¤ÃÍº´�Ò¹ËÅÑ§ 300mm. cable/ÊÒÂä¿ 300 ÁÁ.

Accessories available separately.
áÍ¤à«Êà«ÍÃÕè áÂ¡¨íÒË¹�ÒÂ
Power cable kit: Fixing Bracket. (1set / 20pcs.)
Ordering: Code : AUN-BRK-0003-00

250 250
5000

Unit:mm.
Ë¹�ÇÂ:ÁÁ.
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Power off, and then cut the strip along the cutting line mark.
Bending the strip upwards a little bit while cutting, will make the processing operation easier.

Cutting/¡ÒÃµÑ´

»�´ÊÇÔ·ª�ä¿ áÅ�ÇµÑ´á¶ºµÒÁàÊ�¹à¤Ã×èÍ§ËÁÒÂ
¢³ÐµÑ´â¡�§á¶º¢Öé¹àÅç¡¹�ÍÂ ¨Ð·íÒãË�¡ÒÃµÑ´·íÒä �́§�ÒÂ¢Öé¹

Constant Voltage
24V

( Output from SELV system only)

( ¡ÃÐáÊä¿µ�Í§ÁÒ¨Ò¡ÃÐººáÃ§ Ñ́¹ä¿¿�Ò
µèíÒ¾ÔàÈÉ¢Ñé¹»ÅÍ´ÀÑÂà¾ÕÂ§à·�Ò¹Ñé¹) 

8101-0-2-467-00

8101-0-2-468-00

3.

4.

The side with the cable sheath is shorter. 
This is the side that connects to the LED bulb.
´�Ò¹·ÕèÁÕ»ÅÍ¡ÊÒÂÊÑé¹¡Ç�Ò ¤×Í´�Ò¹·Õèàª×èÍÁµ�Í¡ÑºËÅÍ´ä¿ LED

Use fixing bracket in combination with 8101-0-2-409-00 or 8101-0-2-410-00 only

ãª�¢ÒÂÖ´¡Ñº 8101-0-2-409-00 áÅÐ 8101-0-2-410-00 à¾ÕÂ§à·�Ò¹Ñé¹

DM-13
Unilamp
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Assembly/¡ÒÃ»ÃÐ¡Íº2

2.1

Put the front cap through the cable. Then soldered
Short side cable to top solder pad.
Ã�ÍÂÊÒÂä¿¼�Ò¹½Ò¤ÃÍº �́Ò¹Ë¹�ÒáÅ�ÇºÑ´¡ÃÕÊÒÂä¿ �́Ò¹·ÕèÊÑé¹¡Ñºá¼�¹ LED 

2.2

Fill the front cover with silicone and slide it closed.
·Ò«ÔÅÔâ¤¹·Õè½Ò¤ÃÍº �́Ò¹Ë¹�ÒáÅÐàÅ×èÍ¹»�´½Ò

2.3 2.4

After cutting to length,fill end cap with  silicone and slide onto strip.
ËÅÑ§¨Ò¡µÑ´¤ÇÒÁÂÒÇáÅ�ÇãË�·Ò«ÔÅÔâ¤¹·Õè½Ò¤ÃÍº �́Ò¹ËÅÑ§áÅÐàÅ×èÍ¹»�´½Ò

µÑ´Ê�Ç¹·Õèà»�¹«ÔÅÔâ¤¹ÍÍ¡ãË�ÂÒÇ 3 ÁÁ. (0.12 ¹ÔéÇ)
Cut off the silicone part in 3mm(0.12in.) length.

Clean mounting surface, peel off linear tape on the bottom and attach the strip on to the mounting surface.

ÅÍ¡à·»·Õè �́Ò¹Å�Ò§ÍÍ¡ áÅ�ÇµÔ´â¤Áä¿à¢�Ò¡Ñº¾×é¹¼ÔÇ·ÕèÂÖ´

3 Installation/¡ÒÃµÔ´µÑé§

1. Installing LED bulbs on  surfaces. Just use your fingers to press the glue to adhere to the surface. 
   Do not press with hard objects as this will damage the LED bulb.
   ¡ÒÃµÔ´µÑé§ËÅÍ´ LED ¡Ñº¾×é¹¼ÔÇ ãË�ãª�à¾ÕÂ§á¤�¹ÔéÇÁ×Í¡´ãË�¡ÒÇÂÖ´µÑ´¡Ñº¾×é¹¼ÔÇà·�Ò¹Ñé¹ Ë�ÒÁãª�¢Í§á¢ç§·íÒ¡ÒÃ¡´

   ¨Ð·íÒãË�ËÅÍ´ LED à¡Ô´¤ÇÒÁàÊÕÂËÒÂä �́
2. Do not allow anything to put or press on the LED bulb.
   Ë�ÒÁäÁ�ãË�ÁÕ¢Í§ÇÒ§ËÃ×Í¡´·ÑºËÅÍ´ LED 
3. In the case of standard work Customers are prohibited from cutting or soldering the LED bulbs themselves. 
   The company will not provide a warranty. 
   ã¹¡Ã³Õ·Õèà»�¹§Ò¹ÁÒµÃฐÒ¹ Ë�ÒÁÅ Ù¡¤�Òä»·íÒ¡ÒÃµÑ´ËÃ×Í·íÒ¡ÒÃºÑ´¡ÃÕËÅÍ´ LED àÍ§·Ò§ºÃÔÉÑ·¨ÐäÁ�ÃÑº»ÃÐ¡Ñ¹
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Remote driver for 24V    system.

ä´Ã�àÇÍÃ�µÔ´µÑé§¹Í¡µÑÇâ¤ÁÊíÒËÃÑºÃÐººä¿ 24V

Input/à¢�Ò
220-240V~

Output/ÍÍ¡
24 V
( Output from SELV system only)

(¡ÃÐáÊä¿µ�Í§ÁÒ¨Ò¡ÃÐººáÃ§ Ñ́¹ä¿¿�Ò
µèíÒ¾ÔàÈÉ¢Ñé¹»ÅÍ´ÀÑÂà¾ÕÂ§à·�Ò¹Ñé¹) 

Non-dimmable 

DALI dimmable

Input/à¢�Ò
220-240V~

Output/ÍÍ¡
24 V
( Output from SELV system only)

(¡ÃÐáÊä¿µ�Í§ÁÒ¨Ò¡ÃÐººáÃ§ Ñ́¹ä¿¿�Ò
µèíÒ¾ÔàÈÉ¢Ñé¹»ÅÍ´ÀÑÂà¾ÕÂ§à·�Ò¹Ñé¹) 
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Remark :
ËÁÒÂàËµØ
1. Installation should be carried out by a qualified electrician in accordance with appropriate national wiring regulation.

¡ÒÃµÔ´µÑé§â¤Áä¿¿�ÒáÅÐÍØ»¡Ã³� ¤ÇÃ í́Òà¹Ô¹¡ÒÃâ´Âª�Ò§ä¿¿�Ò ·ÕèÁÕ¤ÇÒÁÃÙ�áÅÐ¤ÇÒÁªíÒ¹Ò ã¹¡ÒÃµÔ´µÑé§ÍØ»¡Ã³�ä¿¿�Ò â´Âà©¾ÒÐµÒÁÁÒµÃฐÒ¹¢Í§¡ÒÃä¿¿�Ò
2. Disconnect the power before changing the lamp.

»�´ÊÇÔ·ª�ä¿·Ø¡¤ÃÑé§·Õèà»ÅÕèÂ¹ËÅÍ´ä¿
3. This is class 3 luminaire fixture. 
    â¤Áä¿ª¹Ô´¹Õé Ñ̈´ÍÂÙ�ã¹ »ÃÐàÀ· 3 ( CLASS III ) ¤×Íãª�ä¿âÇÅ·�µèíÒ
4. Do not exceed the maximum wattage. 
   Ë�ÒÁãª�ËÅÍ´ä¿·ÕèÁÕ¢¹Ò´ÇÑµµ�à¡Ô¹¡Ç�Ò·ÕèÃÐºØ ËÃ×Íãª�ËÅÍ´¼Ô´»ÃÐàÀ·
5. Don't touch LED while maintaining or cleaning.
   Ë�ÒÁÊÑÁ¼ÑÊËÅÍ´ LED ¢³ÐºíÒÃØ§ÃÑ¡ÉÒ ËÃ×Í·íÒ¤ÇÒÁÊÐÍÒ´ 

Notice:

¤íÒàµ×Í¹:

1. Adopt suitable power supply/ driver with 20% higher wattage than required by the maximum power of the strip.
àÅ×Í¡ãª� Power Supply/ Driver ·ÕèÁÕ¡íÒÅÑ§ä¿·ÕèàËÁÒÐÊÁ«Öè§ÁÕ¡íÒÅÑ§ÇÑµµ�ÊÙ§¡Ç�Ò¡íÒÅÑ§ä¿ÊÙ§ÊØ´¢Í§Led Strip·Õèãª�§Ò¹ 20%

2. Before power it on, make sure the connection is correct.
   ¡�Í¹à»�´ä¿µÃÇ¨ÊÍºãË�á¹�ã¨Ç�Ò¡ÒÃàª×èÍÁµ�Í¶Ù¡µ�Í§
3. For outdoor application, make sure that proper silicone gluing is in place in order to maintain IP67 rating.

ÊíÒËÃÑº¡ÒÃãª�§Ò¹¡ÅÒ§á �̈§ µÃÇ¨ÊÍºãË�á¹�ã¨Ç�Ò Ø̈¡»�´·�ÒÂáÅÐ¡ÒÇ«ÔÅÔâ¤¹·ÕèµÔ´äÇ�(³ Ø̈´·ÕèµÑ´)ÍÂÙ�ã¹ÊÀÒ¾ Ṍà¾×èÍÃÑ¡ÉÒ¡ÒÃ»�Í§¡Ñ¹¹éíÒÃÐ Ñ́º IP67
4. Maximum bending diameter is 30mm. Too small bending diameter will break the strip.
   àÊ�¹¼�Ò¹ÈÙ¹Â�¡ÅÒ§¡ÒÃ Ñ́´ Led Strip ÊÙ§ÊØ´¤×Í·Õè30 ÁÁ. àÊ�¹¼�Ò¹ÈÙ¹Â�¡ÅÒ§¡ÒÃ Ñ́´·ÕèàÅç¡à¡Ô¹ä»¨Ð·íÒãË�¼ÅÔµÀÑ³±�ªíÒÃØ´
5. Only qualified technician can install, dismantle and repair the strip.
    à©¾ÒÐª�Ò§¼Ù�ªíÒ¹Òà·�Ò¹Ñé¹·ÕèÊÒÁÒÃ¶µÔ´µÑé§ Ã×éÍ áÅÐ«�ÍÁá«ÁLed Strip¹Õéä �́

NO Do not touch the LED because it may shorten the life time or the LED can be 
breaking down.
Ë�ÒÁÊÑÁ¼ÑÊËÅÍ´ LED â´Âà´ç´¢Ò´ à¾ÃÒÐ¨Ð·íÒãË�ËÅÍ´àÊ×èÍÁÊÀÒ¾
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Do not use a high pressure washer to clean the products.
Ë�ÒÁãª�à¤Ã×èÍ§©Õ´¹éíÒáÃ§´Ñ¹ÊÙ§ã¹¡ÒÃ·íÒ¤ÇÒÁÊÐÍÒ´¼ÅÔµÀÑ³±�

Environmental protection: Waste electrical products should not be disposed of 
with household waste. please recycle where facilities exist.check with your local 
authority or retailer for recycling advice According to directive 2002/96/CE and  
directive 2012/19/EU Waste Electrical and Electronic Equipment (WEEE). 
Ë�ÒÁ·Ôé§¼ÅÔµÀÑ³±�¹ÕéÃ�ÇÁ¡Ñº¢ÂÐã¹¤ÃÑÇàÃ×Í¹ª¹Ô´Í×è¹æàÁ×èÍÊÔé¹ÊØ´ÍÒÂØ¡ÒÃãª�§Ò¹â»Ã´áÂ¡¼ÅÔµÀÑ³±�ÍÍ¡
¨Ò¡¢Í§àÊÕÂ»ÃÐàÀ·Í×è¹æáÅÐÃÕä«à¤ÔÅÍÂ�Ò§àËÁÒÐÊÁà¾×èÍÊ�§àÊÃÔÁ¡ÒÃ¹íÒ·ÃÑ¾ÂÒ¡Ã¡ÅÑºÁÒãª�«éíÒ«Öè§¨Ðª�ÇÂ
»�Í§¡Ñ¹ÍÑ¹µÃÒÂµ�ÍÊÔè§áÇ´Å�ÍÁËÃ×ÍÊØ¢ÀÒ¾¢Í§Á¹ØÉÂ�·Õèà¡Ô´¨Ò¡¡ÒÃ·Ôé§¢ÂÐâ´ÂäÁ�ÁÕ¡ÒÃ¤Çº¤ØÁ
Í�Ò§ÍÔ§µÒÁÃÐàºÕÂº 2002/96/CE áÅÐÃÐàºÕÂº 2012/19/EU Waste Electrical and 
Electronic Equipment (WEEE). 

LED LED

Non-replaceable light source
äÁ�ÊÒÁÒÃ¶¶Í´à»ÅÕèÂ¹ËÅÍ´ LED ä´� 

LED

Clean the products regularly to maintain good light output and prolong surface 
quality .
Only use solvent-free cleaning solutions on the products.
·íÒ¤ÇÒÁÊÐÍÒ´¼ÅÔµÀÑ³±�à»�¹»ÃÐ¨íÒà¾×èÍÃÑ¡ÉÒ¤ÇÒÁÊ�Í§ÊÇ�Ò§·Õè´ÕáÅÐÂ×´ÍÒÂØ¤Ø³ÀÒ¾¾×é¹¼ÔÇ
ãª�¹éíÒÂÒ·íÒ¤ÇÒÁÊÐÍÒ´·ÕèäÁ�ÁÕáÍÅ¡ÍÎÍÅ�ËÃ×ÍµÑÇ·íÒÅÐÅÒÂ¡Ñº¼ÅÔµÀÑ³±�à·�Ò¹Ñé¹

Our products are installed with electronic components with the protection against 
overvoltage according to IEC 61547. The customers have to install the additional 
overvoltage protection devices (against surge, transients, etc) in their electrical 
system to avoid the risk of damage. Failing to do so will end the product warranty.

¼ÅÔµÀÑ³±�¢Í§àÃÒÁÕ¡ÒÃµÔ´µÑé§ÍØ»¡Ã³�ÍÔàÅç¡·ÃÍ¹Ô¡Ê�ÊíÒËÃÑº¡ÒÃ»�Í§¡Ñ¹áÃ§´Ñ¹ä¿à¡Ô¹µÒÁÁÒµÃฐÒ¹ IEC 
61547  áÅÐÅÙ¡¤�Òµ�Í§µÔ´µÑé§ÍØ»¡Ã³�»�Í§¡Ñ¹áÃ§´Ñ¹ä¿à¡Ô¹à¾ÔèÁàµÔÁ (»�Í§¡Ñ¹ä¿¡ÃÐªÒ¡ ,ä¿¿�ÒÅÑ´Ç§¨Ã 
ÏÅÏ)ã¹ÃÐººä¿¿�Ò´�ÇÂ à¾×èÍËÅÕ¡àÅÕèÂ§¤ÇÒÁàÊÕèÂ§·Õè¨Ðà¡Ô´¤ÇÒÁàÊÕÂËÒÂ ËÒ¡äÁ�´íÒà¹Ô¹¡ÒÃ´Ñ§¡Å�ÒÇ 
¡ÒÃÃÑº»ÃÐ¡Ñ¹¨ÐÊÔé¹ÊØ´Å§

NO

NO
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